	Instructions for Unloading the steriliser


	Step 1
	When cycle is complete, check printout, data logger, or Class 4, 5 or 6 chemical indicator to ensure the temperature has reached the parameters of at least 3 minutes at 134(c and stayed above 134(c for the specified period determined during penetration study.

Note a minimum of 3 minutes at 134(c is required for unwrapped goods. For wrapped, packed or pouched items, these measurements need to be confirmed by a technician, known as penetration time and time at temperature testing at validation. 

	Step 2
	Circle and sign these parameters on the printout and attach to the sterilisation log.

	Step 3
	Open the steriliser door to its maximum to allow contents to cool.

	Step 4
	Turn off electricity or as per manufacturer’s instructions.

	Step 5
	Wash hands with liquid soap and dry thoroughly with paper or single use towel or put on clean, dry gloves. Use gloves specifically designed for removing hot sterilising racks from the chamber to prevent staff receiving burns.

	Step 6
	Visually examine packages to ensure that:

· the load is dry

· the packages are intact

· the indicators have changed colour.

Any items that are dropped on the floor, torn, wet or have broken or incomplete seals are contaminated and must be repackaged and reprocessed.

	Step 7
	Take items from the sterilising chamber and place on a cooling rack on a clean field until cool (or allow items to cool inside the chamber once packages have been checked).

	Step 8
	Record details in the sterilisation log.


Sterilisation cycle parameters
	Parameter
	Confirmed Parameter Setting   for Routine Wrapped  load 

	Temperature

	134oC 

	Total Processing Time:

(TPT=PT+H)
	

	Pressure
	

	Drying  Cycle

	activated
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